
Notice to Installer 
This manual contains important information about the installation, operation and 
safe use of this product.  Once installation is complete, this manual must be 
given to the owner/ operator of this equipment. 
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Owners Manual

WARNING
This equipment must be installed and serviced by a qualified technician in accordance with all applicable 
codes and ordinances.  Improper installation can create hazards which could result in property damage, 
serious injury or death.  Improper installation will void the warranty. 

SAND FILTERS Installation/ Operation Manual Guide  - Dimension : 279mm(H) X 210mm(W) = A4 size       
Code No: (829006) 07/ 2005                       Date: 01 July 2005
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SAFETY INFORMATION

1.  Micron Sand Filters are designed to work with water at a temperature > than 0º C and < than 45ºC. 
The filter should never be operated outside of these temperatures or damage may occur.

2.  The installation should be carried out in accordance to the safety instructions of swimming pools and the
specific instructions for each facility.

3.  Any modification of the filter requires the prior consent from Waterco. Original replacement parts and
accessories authorized by the manufacturer ensure a high level of safety. Waterco assumes no liability 
for the damage and injuries caused by unauthorised replacement parts and accessories.

4.  The user should make sure that the installation is carried out by qualified authorised persons and that these 
persons have first carefully read the following instructions.

5.  The operating safety of the filter is only guaranteed if the installation and operation instructions are correctly 
followed.

6.  In the event of defective operation or fault, contact Waterco or its nearest authorised service agent.

7.  To reduce the risk of injury, do not permit children to use this product unless they are closely supervised at 
all times.

8.  Incorrectly installed equipment may fail, causing severe injury or property damage.

9.  Chemical spills and fumes can weaken Swimming Pool/ Spa. Corrosion can cause filters and other equipment
to fail, resulting in severe injury or property damage. Do not store pool chemicals near your equipment.
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MICRON SAND FILTER

Micron Vertical Fibreglass vessels consist of a blow moulded inner shell of fibreglass reinforced polyester resin 
over wound with fibreglass filament. Waterco fibreglass filters embody the latest in fibreglass winding 
technology. Waterco’s digitally controlled filament winding machine faultlessly winds continuous strands of 
fibreglass filament to create a filter vessel with refined consistency and superior quality.
The design and the manufacturing process utilising the most up to date filament winding machine, incorporation 
of non metallic fittings plus reinforcing manhole openings with proprietary methods, is unique to Waterco.

   

                  Micron Top Mount Sand Filter                                      Micron Side Mount Sand Filter

Sand Filtration
Incoming water from the piping system is automatically directed by the Multiport Valve to the top of the filter 
bed. As the water is pumped through the filter sand, dirt and debris are trapped by the filter bed, and filtered out. 
The filtered water is returned from the bottom of the filter tank, through the Multiport Valve and back through the 
piping system.




